Concrete Colour Palette 2017/2018

GENERATING GREAT

PROJECT OUTCOMES
In partnership with the leading concrete manufacturers and specifiers, CCS has
provided the colour component to iconic projects around Australia since 1994. With
excellent pigments and comprehensive technical support, concrete suppliers and
specifiers know that they can rely on CCS to generate great project outcomes.
Please contact the CCS team if you require advice on any aspect
of creating highly appealing decorative concrete.

Mix and match different surface finishes for
contrast and greater interest
High strength pigments made to endure
Only pure, high-tint strength, long lasting pigments are used to
create CCS Pigment Concentrates.
CCS Pigments consist of blends of synthetic iron oxides,
titanium dioxides, chrome oxides and cobalt aluminium with
maximum resistance to UV light and the aggressive alkaline
conditions in concrete. They are manufactured in accordance
with a Quality System certified to ISO 9001 and conform to the
relevant world standards for pigments.

When the concrete surface is purposely removed in creating
honed or exposed aggregate finishes, the sands and stones
used in the mixture have a significant bearing on the final
coloured appearance.
Consequently a relatively easy way to create greater contrast
whilst using a single pigment colour, is to vary the surface finish.

TROWELLED SURFACE FINISH WITH
CCS CARAMEL

EXPOSED AGGREGATE FINISH WITH
CCS CARAMEL

This effect is demonstrated above where the same colour
was used to create a trowel finish on the left, and on the
right – where the surface was subsequently exposed.

Three tones of black to choose from

Access special colours with CCS
The CCS colour lab is equipped to provide custom concrete
colours for architectural requirements. Simply forward us
a sample of your desired colour outcome (such as paint
swatch, tile or paver), and our technicians will match it
for you.
Due to production equipment limitations, please note that
there is a minimum order requirement of 500kg of pigment
(suitable for approximately 500m2 of concrete) for ‘special’
colours.

A pathway where CCS Gothic Blue was used

CCS GOTHIC BLUE

CCS ZEUS

CCS BLACK 44

CCS offer the choice of an elegant blue black, a warm
brownish black tone and a neutral shade.
By varying the quantity added to each cubic metre of
concrete, further tonal differences or contrasts can be
generated on your project.

A sample drawer from the library of custom colours at the CCS laboratory.

CCS BLUE GUM

1 bag/m3

CCS GHOST GUM

1 bag/m3

CCS SILK

1 bags/m3

CCS SMOKEY BLUE

1 bag/m3

CCS JAZZ

1 bag/m3

CCS ONYX 44

1 bag/m3

CCS APOLLO

2 bags/m3

CCS GOTHIC BLUE

2 bags/m3

CCS ZEUS

2 bags/m3

CCS BLACK 44

2 bags/m3

CCS PEWTER

2 bags/m3

CCS VOODOO 87

2 bags/m3

CCS STALLION

2 bags/m3

CCS OBSIDIAN

2 bags/m3

CCS PEBBLE

1 bag/m3

Suggested Specification
Grey concrete is to be integrally coloured with Concrete Colour Systems CCS		 < colour name > by adding < 1 or 2 > pre-formulated bags (refer
to quantity nominated under colour swatch) per cubic metre of 25 or 32MPa concrete. Create surface texture using a broom (or nominate alternative
finish). Cure with Australian Standards compliant CCS Slab Clad R curing compound or a used wet hessian cloth. At the completion of the curing
period, remove dirt and remnants of the curing compound with CCS HD Degreaser. Rinse, allow the concrete to completely dry.
Application of Sealer (Specifier to nominate if a penetrating or surface coating sealer is desired)
< CCS Stain Block / Stainblock Enricher / Streetscape > penetrating sealer.
Coat concrete with 		
(refer to sealer page and nominate your preferred sealer)
Alternatively
< CCS Hi-Build Enduro / Decrathane / Armourthane >
Coat concrete with 		
surface coating sealer.
(refer to sealer page and nominate your preferred sealer)
Sealers should be applied in accordance with the product technical data sheets. For more information regarding the placement of coloured concrete,
please refer to our “Guidelines for Integrally Coloured Concrete” available at www.concretecoloursystems.com.au

CCS POMPEI ASH

1 bag/m3

CCS SUNDANCE

CCS DROVER’S DUST

1 bag/m3

CCS LIZARD SKIN

2 bags/m3

2 bags/m3

CCS PAPERBARK

1 bag/m3

CCS ECHIDNA

1 bag/m3

CCS KALGOORLIE

1 bag/m3

CCS DRIFTWOOD

1 bag/m3

CCS RHINO

1 bag/m3

CCS CARAMEL

1 bag/m3

CCS BILBY

1 bag/m3

CCS CACTUS

2 bags/m3

When choosing a colour for a project, we strongly recommend you use a physical, true to life
colour card. The colours within the colour card are small swatches with genuine colour matched
concrete brushed onto them. When viewing colours digitally, each computer screen will show the
colour slightly different because they all have unique colour profiles so a digital swatch isn’t a true
representation of the actual colour.
To request a true to life colour card please call 1800 077 744 or email
helpline@concretecoloursystems.com.au to request assistance.

CCS WALNUT

2 bags/m3

CCS CITRUS CREAM

1 bag/m3

CCS PRAIRIE

CCS CANVAS

1 bag/m3

CCS TERRACOTTA

CCS BEE’S WAX

1 bag/m3

CCS BRICK RED

CCS LIMESTONE

1 bag/m3

1 bag/m3

CCS MOSS GREEN

2 bags/m3

CCS CORK

1 bag/m3

2 bags/m3

CCS KAKADU

2 bags/m3

CCS MOCHACHINO

1 bag/m3

2 bags/m3

CCS COBALT BLUE

1 bag/m3

CCS DESERT SAND

1 bag/m3

CCS SNOW
1 bag/m3
IN OFF WHITE CEMENT

CCS LIGHT PEACH
1 bag/m3
IN OFF WHITE CEMENT

CCS BUTTERSCOTCH 1 bag/m3
IN OFF WHITE CEMENT

CCS DAFFODIL
2 bag/m3
IN OFF WHITE CEMENT

PROTECT AND ENHANCE YOUR
PROJECT WITH A CCS SEALER
Specify the Penetrating Sealers where a natural raw
look is desired.
Alternatively, specify a Surface Coating Sealer for full
surface protection and a deeper colour enhancement.

PENETRATING SEALERS FOR RETAINING THE RAW NATURAL LOOK
CCS Stainblock Enricher – water based

Dep ct on of the subtle effect that
penetrat ng sealers have on surface colour

Provides the best of all worlds. It provides great resistance
to oil and water, enhances the colour, but doesn’t alter the
slip resistance of the surface texture.

CCS Streetscape – water based

WARNING

INTRODUCTION
CCS Streetscape is a waterborne, penetrative silanesiloxane sealer designed to improve stain resistance.

KEEP OUT OF REACH OF CHILDREN
READ SAFETY DIRECTIONS DO NOT SWALLOW

FEATURES
CCS Streetscape contains fluoro-polymers that produce an
added resistance to staining from oil based contaminants.
They assist in reducing the staining effects of chewing gum
making it easier to remove from the surface.
It’s ideal for concrete, masonry and porous natural stone
along with pre-cast and tilt up panels.
COVERAGE RATES
Coverage is typically 5-7m2 per litre depending on the
surface porosity.
A single flood coat would provide effective treatment in
most cases, although multiple wet on wet coats will give
greater depth of penetration.
APPLICATION EQUIPMENT REQUIRED
CCS Streetscape should be applied undiluted using a low
pressure sprayer, brush, broom or lambs wool applicator.
Note: The concrete must be cured for a minimum of 28
days prior to the application of CCS Streetscape.
CONCRETE SURFACE PREPARATION
All surfaces to be treated must be structurally sound and all
previous coatings, curing compounds, adhesives,
efflorescence or laitance should be removed by abrasive
blast cleaning, high pressure water washing or mechanical
scrubbing.
Any dirt, grease, oil or other surface contaminants should
be removed using CCS HD Degreaser.
Repair any holes, non-structural cracks and other surface
deformities the concrete.

Streetscape

Harmful if swallowed.

Precautionary Statements

Disclaimer: This product should only be used to
seal clean, sound concrete and porous natural
stone. We cannot guarantee that this product is
suitable, effective or safe when used for any
other purpose or in any other way than stated on
this label. To the extent that it is lawful we
exclude warranties implied by law and limit our
liability to the cost of replacing the product. We
accept no liability for loss or injury caused by
improper use, incompetent preparation, inept or
negligent application or ordinary wear and tear.

SUBSEQUENT COATS
CCS Streetscape must only be applied wet on wet, within
20 to 30 minutes of the first coat.

Wash all exposed external body areas thoroughly after
handling.
Do not eat, drink or smoke when using this product.

• Improves stain resistance
• Assists removal of gum

First Aid

If swallowed: Call the Poisons Information Centre
on 131 126 if you feel unwell.
Rinse mouth.

• Ideal for concrete and masonry surfaces

Storage

Store in a cool, dry well-ventilated area.

Disposal

Dispose of contents/container to authorised chemical
landfill or if organic to high temperature incineration

Concrete Colour Systems
Better Colours and Coatings

CLEAN UP
Wash all equipment in water after use.

Ingredients

A Division of River Sands Pty Ltd
Head Office: 683 Beenleigh-Redland Bay Rd
Carbrook Qld 4130 Australia
Ph: 07 3412 8111
Sydney: 02 9677 1056
Melbourne: 03 9311 9225
Toll Free: 1800 077 744
www.concretecoloursystems.com.au

CCS-021519/DM3

A more economical version of CCS Stain Block without any
colour enhancing properties.

Hazard Statement

Refer to the TDS for further product information or
call 1800 077 744.

APPLICATION OF STREETSCAPE
1 Ensure the product is shaken well before use. A single
flood coat would be the best application method. Any
subsequent coat must be applied wet on wet. For high
traffic areas, apply multiple coats wet on wet almost to a
point of refusal.
2 Ensure there is no beading or ponding of subsequent
coats on a dry first coat, as it can lead to a patchy
appearance.

Silane/siloxanes mixture <10%
Fluoro acrylic copolymer <10%
Water >60%v

Manufactured
under a quality
management
system certified
to ISO 9001:2008

20 Litres

Additional Information

Please refer to the Safety Data
Sheet available at www.concretecoloursystems.com.au.

CCS Stain Block - for optimum penetration

NO S A R

The formulation of this premium sealer is unique and is
designed to penetrate to greater levels than the above two
CCS sealers. It is ideal for dense concrete surfaces and
natural stone such as travertine, granite and sandstone.

CCS
CCS STA NBLOCK
STREETSCAPE
ENR CHER

CCS STA N
BLOCK

These examp es show he same co ou ed
conc e e be o e a e and a e ea men w h
each o he h ee pene a ng sea e s

SURFACE COATING SEALER
DESCRIPTION
CCS Armourthane is a high solids, high build
polyurethane sealer formulated to provide a
smooth hard wearing surface for concrete.
The attractive clear, non-yellowing finish is
both durable and flexible with an excellent
chemical, stain and wear resistance.
Available in Gloss (standard product) and for a
Satin finish, thoroughly mix in 1 litre CCS
Flatting Additive for Armourthane &
Armourgard.

PROTECTIVE COATING
CCS Armourthane should be allowed to cure
for a minimum of 24 hours before applying
CCS Sheen. To reduce the wear and tear of
CCS Armourthane we recommend that our
sealer polish system, CCS Sheen be applied.

Part A

SECOND COAT
Apply the second coat of CCS Decrathane Gloss in a uniform
manner. Ensure that a clean bucket and clean mixer is
used before commencing mixing and application of the
second coat.
CLEAN UP
Wash all equipment in water or a water / detergent mix
immediately on completion of application and mixing.

GUIDELINES
All concrete surfaces must be thoroughly dry before applying
any sealer. CCS Armourthane should be applied with a good
quality roller or brush.
1 Add one part of Part B to three parts of Part A by volume.
Mix thoroughly for a minimum of five minutes until well
blended. Then allow the product to sit for a further five
minutes before applying it to the surface.
For a Satin finish, mix 1 litre of CCS Flatting Additive for
Armourthane & Armourgard into the combined mixture
(Part A & B).
NOTE: Only mix as much as might be used within the pot
life of the product (i.e. approximately 45 minutes to one
hour depending on climatic conditions).
2 Avoid trapping air during mixing as this may cause later
‘pin holing’ in the coating during application.
Apply the first coat of CCS Armourthane at the rate of
5-6m2/litre on smooth concrete and 6-7m2/litre for CCS
Galaxy Epoxy Floors in a uniform manner to ensure
adequate cover and a smooth finish. The first coat of CCS
Armourthane can be diluted 5-10% with CCS
Armourthane Solvent for very dense substrates.

Armourthane

Part B

CAUTION

CLEAN UP
Clean all equipment immediately with CCS Armourthane
Solvent. Cured material can be removed using CCS Enviro
Stripper or by mechanical means.

KEEP OUT OF REACH OF CHILDREN
READ SAFETY DIRECTIONS DO NOT SWALLOW

PROTECTIVE COATING
CCS Armourthane should be allowed to
cure for a minimum of 24 hours before
applying CCS Sheen. To reduce the wear
and tear of CCS Armourthane we
recommend that our sealer polish system,
CCS Sheen be applied.
STORAGE
Store in a cool, dry well-ventilated location, away from
foodstuffs and fire hazards. Keep containers closed at all
times.
SAFETY
All personnel should wear the relevant protective equipment.
(Please refer to the MSDS for more information).

Armourthane
• Ideal for honed concrete
• Internal and external use
• Provides excellent chemical,
stain and wear resistance

Hazard Statements

Disclaimer: This product shou

CCS-021502/A

PART A BASE
Part 1 of a two part kit

• Ideal for honed concrete

15 Litres

Refer to the TDS for further product information or
call 1800 077 744
Disclaimer: This product should only be used to
seal clean, sound and prepared concrete. We

cannot guarantee that this product is suitable,
effective or safe when used for any other
purpose or in any other way than stated on this
label. To the extent that it is lawful we exclude
warranties implied by law and limit our liability
to the cost of replacing the product. We accept
no liability for loss or injury caused by improper
use, incompetent preparation, inept or negligent
application or ordinary wear and tear.

• Internal and external use
• Provides excellent chemical,
stain and wear resistance

Precautionary Statements

First Aid

PART A BASE
Part 1 of a two part kit

15 Litres

Part A Gloss
CURING
Allow the surface to cure for at least 24 hours before
subjecting it to pedestrian traffic, 72 hours before allowing
vehicular traffic and 5-7 days before subjecting it to
chemicals or severe abrasion.

CAUTION
KEEP OUT OF REACH OF CHILDREN
READ SAFETY DIRECTIONS DO NOT SWALLOW

STORAGE
Store between 10ºC and 30ºC away from direct sunlight.
Partly used containers must be sealed tightly when not in
use.

Only use in conjunction with CCS
Decrathane Gloss & Satin Part B
Part A Gloss

Part B

CAUTION

Decrathane Gloss

Decrathane Gloss
• Ideal for high traffic areas
• Provides a UV stable top coat for
epoxy floors
• Recommended for domestic and
retail flooring

Disclaimer: This product should only be used to seal

clean, sound and prepared concrete. We cannot
guarantee that this product is suitable, effective or safe
when used for any other purpose or in any other way
than stated on this label. To the extent that it is lawful
we exclude warranties implied by law and limit our
liability to the cost of replacing the product. We accept
no liability for loss or injury caused by improper use,
incompetent preparation, inept or negligent application
or ordinary wear and tear.

Concrete Colour Systems

A Division of River Sands Pty Ltd
Head Office: 683 Beenleigh-Redland Bay Rd
Carbrook Qld 4130 Australia
Ph: 07 3412 8111 Fax: 07 3287 6445
Sydney: 02 9677 1056
Melbourne: 03 9311 9225
Toll Free: 1800 077 744
www.concretecoloursystems.com.au

PART A BASE
Part 1 of a two part kit

16 Litres

flush skin and hair with running water.
Risk Flammable. Harmful by
Ensure contaminated clothing is
inhalation and with contact with skin.
washed before re-use or discard. If
Irritating to respiratory system and
skin. Toxic to aquatic organisms, may irritation develops, seek medical
cause long-term adverse effects in the attention.
aquatic environment.
Accidental Release Eliminate all
Safety If insufficient ventilation, wear sources of ignition and ventilate the
area. Clear area of all unprotected
suitable respiratory equipment. Avoid
personnel. Slippery when spilled. Avoid
release to the environment. Refer to
accidents, clean up immediately. Wear
safety data sheet. Do not breathe
protective equipment to prevent skin
vapour. Do not breathe spray. Avoid
and eye exposure and inhalation of
contact with skin and eyes. Wear
suitable protective clothing, gloves and vapours. Contain the spill. Collect the
material and place into suitable
eye/face protection.
labelled containers for subsequent
First Aid For advice contact a
recycling or disposal. If contamination
Poisons Information Centre on 131
of sewers or waterways occurs inform
126.
Eye If in eyes, hold eyelids apart and the local water authorities and EPA in
accordance with local regulations.
flush the eyes continuously with
Dispose of waste according to
running water. Continue flushing for
several minutes until all contaminants applicable local and national
regulations.
are washed off completely. Seek
Fire Water fog or water spray, foam,
medical attention.
carbon dioxide or dry chemical powder.
Swallowed If swallowed do NOT
Fire-fighters should wear full protective
induce vomiting. Wash mouth
thoroughly with water. Seek immediate clothing and self contained breathing
apparatus (SCBA) operated in positive
medical attention.
pressure mode. Use water spray to
Skin If skin or hair contact occurs,
cool storage containers and tanks,
remove contaminated clothing and
pipelines and fire-exposed surfaces.

DESCRIPTION
CCS Decrathane Gloss is a clear, high performance, 2-component
polyurethane coating system formulated to protect concrete from
solvents, chemicals, oils and acids.
It is ideal as a replacement for traditional epoxy based coatings
where a gloss or satin finish and less downtime is required.
COVERAGE RATES
First coat is typically 6-8m2/litre
Second coat is typically 8-10m2/litre
NOTE: A minimum of two coats should be applied.

In case of fire: Use alcohol resistant foam or
normal protein foam for extinction. Foam,
carbon dioxide or dry chemical powder are
suitable. Fire-fighters should wear full
protective clothing and self contained
breathing apparatus (SCBA) operated in
positive pressure mode.

Storage

Store in a well-ventilated place. Keep cool.
Store locked up.

Disposal

Dispose of contents/container to authorised
chemical landfill or if organic to high
temperature incineration.

Ingredients

Acrylic resin 30-60%
Naphtha petroleum, light aromatic solvent
10-29%
Solvent naphtha petroleum, heavy aromatic
10-29%
Xylene Not Specified

Additional Information

Please refer to the Safety Data
Sheet available at
www.concretecoloursystems.com.au.

CCS Decrathane Gloss

CAUTION
KEEP OUT OF REACH OF CHILDREN
READ SAFETY DIRECTIONS DO NOT SWALLOW

Part B

UN NO 1263
HAZCHEM 3 Y
Pack. Group III

SAFETY
All personnel should wear the relevant protective equipment.
(Please refer to the MSDS for more information).

Refer to the TDS for further product information or call
1800 077 744

WARNING

CURING
Allow the surface to cure for at least 24 hours before subjecting it
to pedestrian traffic, 72 hours before allowing vehicular traffic and
5-7 days before subjecting it to chemicals or severe abrasion.

KEEP OUT OF REACH OF CHILDREN
READ SAFETY DIRECTIONS DO NOT SWALLOW

Only use in conjunction with
CCS Decrathane Gloss Part A
Part A Gloss

Part B

APPLICATION EQUIPMENT REQUIRED
CCS Decrathane Gloss should be applied with a lambswool, mohair
or 10mm nap roller, brush or airless sprayer.
CONCRETE SURFACE PREPARATION
All surfaces to be treated should be structurally sound. All previous
coatings, adhesives and efflorescence or laitance should be
removed by mechanical grinding or abrasive blast cleaning, high
pressure waterblasting, mechanical scrubbing or other suitable
means.
Holes, non-structural cracks and other surface deformities should
be repaired using the CCS Epoxy Repair Kit in accordance with the
technical datasheet. New concrete floors should be at least 28
days old before applying CCS Decrathane Gloss.
APPLICATION OF DECRATHANE GLOSS
First Coat
1 Using a mechanical mixer, premix each individual component
(Part A and Part B) until homogenous. Ensure the mixer is
thoroughly cleaned between each component to eliminate cross
contamination and cured product being mixed with new
batches.
2 Stir with a mechanical mixer for 1-2 minutes, scraping down
product from the inside of the container.
3 Add Part B (Hardener) to Part A (Base) and mechanically stir for
1-2 minutes. Scrape down the sides of the container and
mechanically stir for a further 1-2 minutes. Ensure you clean
the mixer thoroughly before commencing the next step.
4 Leave material to stand for 5 minutes prior to application. Only
mix as much material as you are going to use within the pot life
of the product (approximately 3 hours depending on climatic
conditions).
5 Apply the first coat of CCS Decrathane Gloss by roller at a rate
of 6-8m2 per litre.
6 Allow to cure for 3-4 hours before applying the
second coat.

CCS-021510/PJ8

CLEAN UP
Wash all equipment in water or a water / detergent mix
immediately on completion of application and mixing.

Fire

If swallowed: Do NOT induce vomiting.
Immediately call the Poisons Information
Centre on 131 126.
If in eyes: Rinse cautiously with water for
several minutes. Remove contact lenses, if
present and easy to do. Continue rinsing.

Only use in conjunction with
CCS Decrathane Gloss Part B

SECOND COAT
Apply the second coat of CCS Decrathane in a uniform
manner. Ensure that a clean bucket and clean mixer is
used before commencing mixing and application of the
second coat.

Dep ct on of the more not ceable effect that
surface coat ng sealers have on surface colour

A very tough, high solids solvent based polyurethane.
It provides excellent wear and chemical resistance on
all light commercial flooring type applications.

Flammable liquid and vapour.
Harmful in contact with skin.
Harmful if inhaled.
Causes skin irritation.
Causes serious eye irritation.
May cause respiratory irritation.
May cause drowsiness or dizziness.
May be fatal if swallowed and enters airways.
Toxic to aquatic life.
Toxic to aquatic life with long lasting effects.
Repeated exposure may cause skin dryness
and cracking.

Keep away from heat, hot surfaces, sparks,
open flames and other ignition sources. No
smoking.
Use only outdoors or in a well-ventilated area.
Avoid breathing dust/fume/gas/mist/vapours/
spray.
Avoid release to the environment.

Concrete Colour Systems
Better Colours and Coatings
A Division of River Sands Pty Ltd
Head Office: 683 Beenleigh-Redland Bay Rd
Carbrook Qld 4130 Australia
Ph: 07 3412 8111
Sydney: 02 9677 1056
Melbourne: 03 9311 9225
Toll Free: 1800 077 744
www.concretecoloursystems.com.au

CURING
Allow the surface to cure for at least 24 hours before
subjecting it to pedestrian traffic, 72 hours before allowing
vehicular traffic and 5-7 days before subjecting it to
chemicals or severe abrasion.

DESCRIPTION
CCS Decrathane is a clear, high performance, 2-component
polyurethane coating system formulated to protect concrete
from solvents, chemicals, oils and acids.
It is ideal as a replacement for traditional epoxy based
coatings where a gloss or stain finish and less downtime is
required.
COVERAGE RATES
First coat is typically 8-10m2/litre
Second coat is typically 8-10m2/litre
NOTE: A minimum of two coats should be applied.
GUIDELINES
CCS Decrathane should be applied with a lambswool, mohair
or 10mm nap roller, brush or airless sprayer.
All surfaces to be treated should be structurally sound. All
previous coatings, adhesives and efflorescence or laitance
should be removed by mechanical grinding or abrasive blast
cleaning, high pressure waterblasting, mechanical scrubbing
or other suitable means.
Holes, non-structural cracks and other surface deformities
should be repaired using the CCS Epoxy Repair Kit in
accordance with the technical datasheet. New concrete floors
should be at least 28 days old before applying CCS
Decrathane.
FIRST COAT
1 Using a mechanical mixer, premix each individual
component (Part A and Part B) until homogenous. Ensure
the mixer is thoroughly cleaned between each component
to eliminate cross contamination and cured product being
mixed with new batches.
2 Stir with a mechanical mixer for 1-2 minutes, scraping
down product from the inside of the container.
3 Add Part B (Hardener) to Part A (Base) and mechanically
stir for 1-2 minutes. Scrape down the sides of the
container and mechanically stir for a further 1-2 minutes.
Ensure you clean the mixer thoroughly before
commencing the next step.
4 Leave material to stand for 15 minutes prior to
application. Only mix as much material as you are going
to use within the pot life of the product (approximately 40
minutes depending on climatic conditions).
5 Apply the first coat of CCS Decrathane by roller at a rate
of 8-10m2 per litre.
6 Allow to cure for 3-4 hours before applying the
second coat.

SECOND COAT
Apply the second coat of CCS Decrathane Gloss in a uniform
manner. Ensure that a clean bucket and clean mixer is used before
commencing mixing and application of the second coat.
CLEAN UP
Wash all equipment in water or a water / detergent mix
immediately on completion of application and mixing.

TO ACHIEVE A SATIN FINISH USE WITH
CCS UNIVERSAL FLATTING AGENT

Part A Gloss

Part B

Universal
Flatting
Agent

Hazard Statements

Decrathane Gloss
• Ideal for high traffic areas
Disclaimer: This product should only be used to seal clean, sound

• Recommended for domestic and retail
flooring

and prepared concrete. We cannot guarantee that this product is
suitable, effective or safe when used for any other purpose or in
any other way than stated on this label. To the extent that it is
lawful we exclude warranties implied by law and limit our liability
to the cost of replacing the product. We accept no liability for
loss or injury caused by improper use, incompetent preparation,
inept or negligent application or ordinary wear and tear.

INGREDIENTS
Ethylene glycol monobutyl ether acetate, 112-07-2, >25 %
Hexamethylene diisocyanate, 822-06-0, <0.12 %
Isocyanate pre polymer, n/a, >60 %

Concrete Colour Systems
Better Colours and Coatings
A Division of River Sands Pty Ltd
Head Office: 683 Beenleigh-Redland Bay Rd
Carbrook Qld 4130 Australia
Ph: 07 3412 8111
Sydney: 02 9677 1056
Melbourne: 03 9311 9225
Toll Free: 1800 077 744
www.concretecoloursystems.com.au

Harmful in contact with skin.
Harmful if inhaled.

Precautionary Statements
Use only outdoors or in a well-ventilated area.
Avoid breathing dust/fume/gas/mist/vapours/spray.
Wear protective gloves/protective clothing/eye protection/
face protection.

First Aid

• Provides a UV stable top coat for epoxy floors

Refer to the TDS for further product information or call 1800 077 744

If on skin: Wash with plenty of water and soap. Take off
contaminated clothing and wash it before reuse.
If skin irritation or rash occurs: Get medical advice/
attention.
If inhaled: Remove person to fresh air and keep
comfortable for breathing.
Call the Poisons Information Centre on 131 126 if
you feel unwell.

Storage
Store in a well-ventilated place. Keep cool. Keep container
tightly closed.

Disposal
Dispose of contents/container in accordance with local
regulations.

Ingredients

PART B HARDENER
Part 2 of a two part kit

Isocyanate pre polymer >60%
Ethylene glycol monobutyl ether acetate >25%
Hexamethylene diisocyanate <0.12%

4 Litres

Please refer to the Safety Data Sheet available
at www.concretecoloursystems.com.au

Additional Information

TO ACHIEVE A SATIN FINISH USE WITH
CCS UNIVERSAL FLATTING AGENT

Part A Gloss
CURING
Allow the surface to cure for at least 24 hours before
subjecting it to pedestrian traffic, 72 hours before allowing
vehicular traffic and 5-7 days before subjecting it to
chemicals or severe abrasion.

CAUTION
KEEP OUT OF REACH OF CHILDREN
READ SAFETY DIRECTIONS DO NOT SWALLOW

STORAGE
Store between 10ºC and 30ºC away from direct sunlight.
Partly used containers must be sealed tightly when not in
use.

Part B

UN NO 1263
HAZCHEM 3 Y
Pack. Group III

SAFETY
All personnel should wear the relevant protective equipment.
(Please refer to the MSDS for more information).

Universal
Flatting
Agent

Only use in conjunction with CCS
Decrathane Gloss & Satin Part B
Part A Gloss

Part B

CAUTION

Decrathane Gloss

Decrathane Gloss
• Ideal for high traffic areas
• Provides a UV stable top coat for
epoxy floors

Refer to the TDS for further product information or call
1800 077 744

• Recommended for domestic and
retail flooring

Disclaimer: This product should only be used to seal

clean, sound and prepared concrete. We cannot
guarantee that this product is suitable, effective or safe
when used for any other purpose or in any other way
than stated on this label. To the extent that it is lawful
we exclude warranties implied by law and limit our
liability to the cost of replacing the product. We accept
no liability for loss or injury caused by improper use,
incompetent preparation, inept or negligent application
or ordinary wear and tear.

Concrete Colour Systems
A Division of River Sands Pty Ltd
Head Office: 683 Beenleigh-Redland Bay Rd
Carbrook Qld 4130 Australia
Ph: 07 3412 8111 Fax: 07 3287 6445
Sydney: 02 9677 1056
Melbourne: 03 9311 9225
Toll Free: 1800 077 744
www.concretecoloursystems.com.au

PART A BASE
Part 1 of a two part kit

16 Litres

flush skin and hair with running water.
Risk Flammable. Harmful by
Ensure contaminated clothing is
inhalation and with contact with skin.
washed before re-use or discard. If
Irritating to respiratory system and
skin. Toxic to aquatic organisms, may irritation develops, seek medical
cause long-term adverse effects in the attention.
aquatic environment.
Accidental Release Eliminate all
Safety If insufficient ventilation, wear sources of ignition and ventilate the
area. Clear area of all unprotected
suitable respiratory equipment. Avoid
personnel. Slippery when spilled. Avoid
release to the environment. Refer to
accidents, clean up immediately. Wear
safety data sheet. Do not breathe
protective equipment to prevent skin
vapour. Do not breathe spray. Avoid
and eye exposure and inhalation of
contact with skin and eyes. Wear
suitable protective clothing, gloves and vapours. Contain the spill. Collect the
material and place into suitable
eye/face protection.
labelled containers for subsequent
First Aid For advice contact a
recycling or disposal. If contamination
Poisons Information Centre on 131
of sewers or waterways occurs inform
126.
Eye If in eyes, hold eyelids apart and the local water authorities and EPA in
accordance with local regulations.
flush the eyes continuously with
Dispose of waste according to
running water. Continue flushing for
several minutes until all contaminants applicable local and national
regulations.
are washed off completely. Seek
Fire Water fog or water spray, foam,
medical attention.
carbon dioxide or dry chemical powder.
Swallowed If swallowed do NOT
Fire-fighters should wear full protective
induce vomiting. Wash mouth
thoroughly with water. Seek immediate clothing and self contained breathing
apparatus (SCBA) operated in positive
medical attention.
pressure mode. Use water spray to
Skin If skin or hair contact occurs,
cool storage containers and tanks,
remove contaminated clothing and
pipelines and fire-exposed surfaces.

DESCRIPTION
CCS Decrathane Gloss is a clear, high performance, 2-component
polyurethane coating system formulated to protect concrete from
solvents, chemicals, oils and acids.
It is ideal as a replacement for traditional epoxy based coatings
where a gloss or satin finish and less downtime is required.
COVERAGE RATES
First coat is typically 6-8m2/litre
Second coat is typically 8-10m2/litre
NOTE: A minimum of two coats should be applied.

CURING
Allow the surface to cure for at least 24 hours before subjecting it
to pedestrian traffic, 72 hours before allowing vehicular traffic and
5-7 days before subjecting it to chemicals or severe abrasion.

WARNING
KEEP OUT OF REACH OF CHILDREN
READ SAFETY DIRECTIONS DO NOT SWALLOW

Only use in conjunction with
CCS Decrathane Gloss Part A
Part A Gloss

INTRODUCTION
CCS Universal Flatting Agent is a stir in
liquid used for gloss reduction of solvent
and water based coatings.

Part B

APPLICATION EQUIPMENT REQUIRED
CCS Decrathane Gloss should be applied with a lambswool, mohair
or 10mm nap roller, brush or airless sprayer.
CONCRETE SURFACE PREPARATION
All surfaces to be treated should be structurally sound. All previous
coatings, adhesives and efflorescence or laitance should be
removed by mechanical grinding or abrasive blast cleaning, high
pressure waterblasting, mechanical scrubbing or other suitable
means.
Holes, non-structural cracks and other surface deformities should
be repaired using the CCS Epoxy Repair Kit in accordance with the
technical datasheet. New concrete floors should be at least 28
days old before applying CCS Decrathane Gloss.
APPLICATION OF DECRATHANE GLOSS
First Coat
1 Using a mechanical mixer, premix each individual component
(Part A and Part B) until homogenous. Ensure the mixer is
thoroughly cleaned between each component to eliminate cross
contamination and cured product being mixed with new
batches.
2 Stir with a mechanical mixer for 1-2 minutes, scraping down
product from the inside of the container.
3 Add Part B (Hardener) to Part A (Base) and mechanically stir for
1-2 minutes. Scrape down the sides of the container and
mechanically stir for a further 1-2 minutes. Ensure you clean
the mixer thoroughly before commencing the next step.
4 Leave material to stand for 5 minutes prior to application. Only
mix as much material as you are going to use within the pot life
of the product (approximately 3 hours depending on climatic
conditions).
5 Apply the first coat of CCS Decrathane Gloss by roller at a rate
of 6-8m2 per litre.
6 Allow to cure for 3-4 hours before applying the
second coat.

CCS-021510/PJ8

CLEAN UP
Wash all equipment in water or a water / detergent mix
immediately on completion of application and mixing.

SECOND COAT
Apply the second coat of CCS Decrathane Gloss in a uniform
manner. Ensure that a clean bucket and clean mixer is used before
commencing mixing and application of the second coat.
CLEAN UP
Wash all equipment in water or a water / detergent mix
immediately on completion of application and mixing.

FEATURES
When added to final coats, CCS
Universal Flatting Agent reduces the
perceived gloss levels. It is suitable for
use in a range of clear and pigmented
coatings such as water and solvent
based polyurethanes, polyaspartic’s,
epoxies and acrylics.

TO ACHIEVE A SATIN FINISH USE WITH
CCS UNIVERSAL FLATTING AGENT

Part A Gloss

Part B

Universal
Flatting
Agent

Hazard Statements

Decrathane Gloss
• Ideal for high traffic areas
Refer to the TDS for further product information or call 1800 077 744
Disclaimer: This product should only be used to seal clean, sound

and prepared concrete. We cannot guarantee that this product is
suitable, effective or safe when used for any other purpose or in
any other way than stated on this label. To the extent that it is
lawful we exclude warranties implied by law and limit our liability
to the cost of replacing the product. We accept no liability for
loss or injury caused by improper use, incompetent preparation,
inept or negligent application or ordinary wear and tear.

Concrete Colour Systems
Better Colours and Coatings
A Division of River Sands Pty Ltd
Head Office: 683 Beenleigh-Redland Bay Rd
Carbrook Qld 4130 Australia
Ph: 07 3412 8111
Sydney: 02 9677 1056
Melbourne: 03 9311 9225
Toll Free: 1800 077 744
www.concretecoloursystems.com.au

• Provides a UV stable top coat for epoxy floors
• Recommended for domestic and retail
flooring
INGREDIENTS
Ethylene glycol monobutyl ether acetate, 112-07-2, >25 %
Hexamethylene diisocyanate, 822-06-0, <0.12 %
Isocyanate pre polymer, n/a, >60 %

Harmful in contact with skin.
Harmful if inhaled.

Precautionary Statements
Use only outdoors or in a well-ventilated area.
Avoid breathing dust/fume/gas/mist/vapours/spray.
Wear protective gloves/protective clothing/eye protection/
face protection.

First Aid

If on skin: Wash with plenty of water and soap. Take off
contaminated clothing and wash it before reuse.
If skin irritation or rash occurs: Get medical advice/
attention.
If inhaled: Remove person to fresh air and keep
comfortable for breathing.
Call the Poisons Information Centre on 131 126 if
you feel unwell.

Storage
Store in a well-ventilated place. Keep cool. Keep container
tightly closed.

Disposal
Dispose of contents/container in accordance with local
regulations.

Ingredients

PART B HARDENER
Part 2 of a two part kit

Isocyanate pre polymer >60%
Ethylene glycol monobutyl ether acetate >25%
Hexamethylene diisocyanate <0.12%

4 Litres

Please refer to the Safety Data Sheet available
at www.concretecoloursystems.com.au

Additional Information

GLOSS REDUCTION
The level of gloss reduction will depend
on the type of coating used with CCS
Universal Flatting Agent. Other factors
such as the proportion of CCS Universal
Flatting Agent used, the ambient
temperature and humidity and the
porosity of the surface will all influence
the final gloss level achieved.
For general guidance an addition level of
5% vol/vol will achieve a Satin result
whilst an addition level of 10% vol/vol
will achieve a low gloss result.
DIRECTIONS FOR USE
CCS Universal Flatting Agent is used to
reduce the gloss levels of coatings.
The gloss reduction is related to the
proportion of CCS Universal Flatting
Agent used.
A maximum addition level of 10% vol/vol
is recommended to ensure subsequent
coating properties are not adversely
affected to a significant degree.
Generally 5% addition will be adequate
to achieve gloss reduction. The addition
of CCS Universal Flatting Agent will
generally retard drying times.
Typically 15-30 minutes at 5% addition
and 30-60 minutes at 10% addition.
However, combinations should be pretested for compatibility and gloss

INTRODUCTION
CCS Universal Flatting Agent is a stir in
liquid used for gloss reduction of solvent
and water based coatings.
FEATURES
When added to final coats, CCS
Universal Flatting Agent reduces the
perceived gloss levels. It is suitable for
use in a range of clear and pigmented
coatings such as water and solvent
based polyurethanes, polyaspartic’s,
epoxies and acrylics.
GLOSS REDUCTION
The level of gloss reduction will depend
on the type of coating used with CCS
Universal Flatting Agent. Other factors
such as the proportion of CCS Universal
Flatting Agent used, the ambient
temperature and humidity and the
porosity of the surface will all influence
the final gloss level achieved.
For general guidance an addition level of
5% vol/vol will achieve a Satin result
whilst an addition level of 10% vol/vol
will achieve a low gloss result.
DIRECTIONS FOR USE
CCS Universal Flatting Agent is used to
reduce the gloss levels of coatings.
The gloss reduction is related to the
proportion of CCS Universal Flatting
Agent used.
A maximum addition level of 10% vol/vol
is recommended to ensure subsequent
coating properties are not adversely
affected to a significant degree.
Generally 5% addition will be adequate
to achieve gloss reduction. The addition
of CCS Universal Flatting Agent will
generally retard drying times.
Typically 15-30 minutes at 5% addition
and 30-60 minutes at 10% addition.
However, combinations should be pretested for compatibility and gloss

reduction before using on the job.
When using CCS Universal Flatting
Agent, mix the one litre container with
Part A of two-pack systems or directly
into one-pack systems.
Machine stirring is recommended for
consistent results. Do not over aerate
during stirring operations. Allow mixtures
with CCS Universal Flatting Agent to
aerate for 10 minutes before use or
addition of hardeners.

CAUTION
KEEP OUT OF REACH OF CHILDREN
READ SAFETY DIRECTIONS DO NOT SWALLOW

STORAGE
Store in a cool, dry well-ventilated
location away from any area where the
fire hazard may be acute.
Refer to the TDS for further product
information or call 1800 077 744
Disclaimer: This product should only
be used to seal clean, sound and
prepared concrete. We cannot

guarantee that this product is
suitable, effective or safe when used
for any other purpose or in any other
way than stated on this label. To the
extent that it is lawful we exclude
warranties implied by law and limit
our liability to the cost of replacing
the product. We accept no liability
for loss or injury caused by improper
use, incompetent preparation, inept
or negligent application or ordinary
wear and tear.

Universal Flatting Agent
• Gloss reduction for solvent
and water based coatings

Concrete Colour Systems
Better Colours and Coatings
A Division of River Sands Pty Ltd
Head Office
683 Beenleigh-Redland Bay Rd,
Carbrook Qld 4130 Australia
Ph: 07 3412 8111 Fax: 07 3287 6445
Sydney: 02 9677 1056
Melbourne: 03 9311 9225
Toll Free: 1800 077 744
www.concretecoloursystems.com.au

CCS-091513

DESCRIPTION
CCS Decrathane is a clear, high performance, 2-component
polyurethane coating system formulated to protect concrete
from solvents, chemicals, oils and acids.
It is ideal as a replacement for traditional epoxy based
coatings where a gloss or stain finish and less downtime is
required.
COVERAGE RATES
First coat is typically 8-10m2/litre
Second coat is typically 8-10m2/litre
NOTE: A minimum of two coats should be applied.
GUIDELINES
CCS Decrathane should be applied with a lambswool, mohair
or 10mm nap roller, brush or airless sprayer.
All surfaces to be treated should be structurally sound. All
previous coatings, adhesives and efflorescence or laitance
should be removed by mechanical grinding or abrasive blast
cleaning, high pressure waterblasting, mechanical scrubbing
or other suitable means.
Holes, non-structural cracks and other surface deformities
should be repaired using the CCS Epoxy Repair Kit in
accordance with the technical datasheet. New concrete floors
should be at least 28 days old before applying CCS
Decrathane.
FIRST COAT
1 Using a mechanical mixer, premix each individual
component (Part A and Part B) until homogenous. Ensure
the mixer is thoroughly cleaned between each component
to eliminate cross contamination and cured product being
mixed with new batches.
2 Stir with a mechanical mixer for 1-2 minutes, scraping
down product from the inside of the container.
3 Add Part B (Hardener) to Part A (Base) and mechanically
stir for 1-2 minutes. Scrape down the sides of the
container and mechanically stir for a further 1-2 minutes.
Ensure you clean the mixer thoroughly before
commencing the next step.
4 Leave material to stand for 15 minutes prior to
application. Only mix as much material as you are going
to use within the pot life of the product (approximately 40
minutes depending on climatic conditions).
5 Apply the first coat of CCS Decrathane by roller at a rate
of 8-10m2 per litre.
6 Allow to cure for 3-4 hours before applying the
second coat.
SECOND COAT
Apply the second coat of CCS Decrathane in a uniform
manner. Ensure that a clean bucket and clean mixer is
used before commencing mixing and application of the
second coat.

APPLICATION OF DECRATHANE GLOSS
First Coat
1 Using a mechanical mixer, premix each individual
component (Part A and Part B) until homogenous. Ensure
the mixer is thoroughly cleaned between each component
to eliminate cross contamination and cured product being
mixed with new batches.
2 Stir with a mechanical mixer for 1-2 minutes, scraping
down product from the inside of the container.
3 Add Part B (Hardener) to Part A (Base) and mechanically
stir for 1-2 minutes. Scrape down the sides of the
container and mechanically stir for a further 1-2 minutes.
Ensure you clean the mixer thoroughly before
commencing the next step.
4 Leave material to stand for 5 minutes prior to application.
Only mix as much material as you are going to use within
the pot life of the product (approximately 3 hours
depending on climatic conditions).
5 Apply the first coat of CCS Decrathane Gloss by roller at a
rate of 6-8m2 per litre.
6 Allow to cure for 3-4 hours before applying the
second coat.

SURFACE PREPARATION
All surfaces to be treated should be clean and structurally
sound. All previous coatings, adhesives, efflorescence or
laitance should be removed by mechanical grinding or
abrasive blast cleaning, high pressure water blasting,
mechanical scrubbing or other suitable means.
All surfaces should be dry and clean before application.
Holes, non-structural cracks and other surface deformities
should be repaired using CCS Epoxy Repair Kit in accordance
with the technical data sheets.
New concrete floors should be at least 28 days old before
applying CCS Armourgard SP.

DECORATIVE AND POLISHED CONCRETE
Apply two coats of CCS Armourthane at right angles to each
other. To reduce the wear and tear of CCS Armourthane we
recommend that our sealer polish system, CCS Sheen be
applied.

reduction before using on the job.
When using CCS Universal Flatting
Agent, mix the one litre container with
Part A of two-pack systems or directly
into one-pack systems.
Machine stirring is recommended for
consistent results. Do not over aerate
during stirring operations. Allow mixtures
with CCS Universal Flatting Agent to
aerate for 10 minutes before use or
addition of hardeners.

1 Litre

CAUTION
KEEP OUT OF REACH OF CHILDREN
READ SAFETY DIRECTIONS DO NOT SWALLOW

STORAGE
Store in a cool, dry well-ventilated
location away from any area where the
fire hazard may be acute.
Refer to the TDS for further product
information or call 1800 077 744
Disclaimer: This product should only
be used to seal clean, sound and
prepared concrete. We cannot

guarantee that this product is
suitable, effective or safe when used
for any other purpose or in any other
way than stated on this label. To the
extent that it is lawful we exclude
warranties implied by law and limit
our liability to the cost of replacing
the product. We accept no liability
for loss or injury caused by improper
use, incompetent preparation, inept
or negligent application or ordinary
wear and tear.

Universal Flatting Agent
• Gloss reduction for solvent
and water based coatings

Concrete Colour Systems
Better Colours and Coatings
A Division of River Sands Pty Ltd
Head Office
683 Beenleigh-Redland Bay Rd,
Carbrook Qld 4130 Australia
Ph: 07 3412 8111 Fax: 07 3287 6445
Sydney: 02 9677 1056
Melbourne: 03 9311 9225
Toll Free: 1800 077 744
www.concretecoloursystems.com.au

5 Litres

CCS-091513

CONCRETE SURFACE PREPARATION
All surfaces to be treated should be structurally sound. All
previous coatings, adhesives and efflorescence or laitance
should be removed by mechanical grinding or abrasive blast
cleaning, high pressure waterblasting, mechanical scrubbing
or other suitable means.
Holes, non-structural cracks and other surface deformities
should be repaired using the CCS Epoxy Repair Kit in
accordance with the technical datasheet. New concrete floors
should be at least 28 days old before applying CCS
Decrathane Gloss.

CCS-021507

APPLICATION EQUIPMENT REQUIRED
CCS Decrathane Gloss should be applied with a lambswool,
mohair or 10mm nap roller, brush or airless sprayer.

CCS-021507/PJ7

Only use in conjunction with
CCS Armourthane Part B

DESCRIPTION
CCS Armourthane is a high solids, high build polyurethane
sealer formulated to provide a smooth hard wearing surface
for concrete.
The attractive clear, non-yellowing finish is both durable and
flexible with an excellent chemical, stain and wear resistance.
Available in Gloss (standard product) and for a Satin finish,
thoroughly mix in 1 litre CCS Flatting Additive for
Armourthane & Armourgard.
COVERAGE RATES
1st coat typically 5-6m²/litre
2nd coat typically 6-8m²/litre

GUIDELINES
All concrete surfaces must be thoroughly dry
before applying any sealer. CCS Armourthane
should be applied with a good quality roller or
brush.
1 Add one part of Part B to three parts of
Part A by volume. Mix thoroughly for a
minimum of five minutes until well blended.
Then allow the product to sit for a further
five minutes before applying it to the
surface.
For a Satin finish, mix 1 litre of CCS Flatting
Additive for Armourthane & Armourgard into
the combined mixture
(Part A & B).
NOTE: Only mix as much as might be used
within the pot life of the product (i.e.
approximately 45 minutes to one hour
depending on climatic conditions).
2 Avoid trapping air during mixing as this
may cause later ‘pin holing’ in the coating
during application.
Apply the first coat of CCS Armourthane at
the rate of 5-6m2/litre on smooth concrete
and 6-7m2/litre for CCS Galaxy Epoxy
Floors in a uniform manner to ensure
adequate cover and a smooth finish. The
first coat of CCS Armourthane can be
diluted 5-10% with CCS Armourthane
Solvent for very dense substrates.

CCS-021507

CCS-021502/DX9

SURFACE PREPARATION
All surfaces to be treated should be clean and
structurally sound. All previous coatings,
adhesives, efflorescence or laitance should be
removed by mechanical grinding or abrasive
blast cleaning, high pressure water blasting,
mechanical scrubbing or other suitable means.
All surfaces should be dry and clean before
application.
Holes, non-structural cracks and other surface
deformities should be repaired using CCS
Epoxy Repair Kit in accordance with the
technical data sheets.
New concrete floors should be at least 28 days
old before applying CCS Armourgard SP.

DESCRIPTION
CCS Decrathane Gloss is a clear, high performance,
2-component polyurethane coating system formulated to
protect concrete from solvents, chemicals, oils and acids.
It is ideal as a replacement for traditional epoxy based
coatings where a gloss or satin finish and less downtime is
required. Adding Universal Flatting Agent to final coats will
reduce perceived gloss levels, achieving a satin finish.

UN NO 1263
PAINT OR PAINT
RELATED MATERIAL
HAZCHEM •3Y
Pack. Group III

KEEP OUT OF REACH OF CHILDREN
READ SAFETY DIRECTIONS DO NOT SWALLOW

CLEAN UP
Clean all equipment
immediately with CCS Armourthane Solvent.
Cured material can be removed using CCS
Enviro Stripper or by mechanical means.

COVERAGE RATES
1st coat typically 5-6m²/litre
2nd coat typically 6-8m²/litre

COVERAGE RATES
First coat is typically 6-8m2/litre
Second coat is typically 8-10m2/litre
NOTE: A minimum of two coats should be applied.

CCS Armourthane

DANGER

DECORATIVE AND POLISHED CONCRETE
Apply two coats of CCS Armourthane at right
angles to each other. To
reduce the wear and tear of
CCS Armourthane we
recommend that our sealer
polish system, CCS Sheen be
applied.

1 Litre

Risk Flammable. Harmful by inhalation and with
contact with skin. Irritating to respiratory system and
skin. Toxic to aquatic organisms, may cause longterm adverse effects in the aquatic environment.
Safety If insufficient ventilation, wear suitable
respiratory equipment. Avoid release to the
environment. Refer to safety data sheet. Do not
breathe vapour. Do not breathe spray. Avoid contact
with skin and eyes. Wear suitable protective clothing,
gloves and eye/face protection.
First Aid For advice contact a Poisons Information
Centre on 131 126.
Eye If in eyes, hold eyelids apart and flush the eyes
continuously with running water. Continue flushing for
several minutes until all contaminants are washed off
completely. Seek medical attention.
Swallowed If swallowed do NOT induce vomiting.
Wash mouth thoroughly with water. Seek immediate
medical attention.
Skin If skin or hair contact occurs, remove
contaminated clothing and flush skin and hair with
running water. Ensure contaminated clothing is
washed before re-use or discard.
If irritation develops, seek medical attention.
Accidental Release Eliminate all sources of
ignition and ventilate the area. Clear area of all
unprotected personnel. Slippery when spilled. Avoid
accidents, clean up immediately. Wear protective
equipment to prevent skin and eye exposure and
inhalation of vapours. Contain the spill. Collect the
material and place into suitable labelled containers
for subsequent recycling or disposal.
If contamination of sewers or waterways occurs
inform the local water authorities and EPA in
accordance with local regulations. Dispose of waste
according to applicable local and national regulations.
Fire Water fog or water spray, foam, carbon dioxide
or dry chemical powder. Fire-fighters should wear full
protective clothing and self contained breathing
apparatus (SCBA) operated in positive pressure
mode. Use water spray to cool storage containers
and tanks, pipelines and fire-exposed surfaces.

Risk Flammable. Harmful by inhalation and with
contact with skin. Irritating to respiratory system and
skin. Toxic to aquatic organisms, may cause longterm adverse effects in the aquatic environment.
Safety If insufficient ventilation, wear suitable
respiratory equipment. Avoid release to the
environment. Refer to safety data sheet. Do not
breathe vapour. Do not breathe spray. Avoid contact
with skin and eyes. Wear suitable protective clothing,
gloves and eye/face protection.
First Aid For advice contact a Poisons Information
Centre on 131 126.
Eye If in eyes, hold eyelids apart and flush the eyes
continuously with running water. Continue flushing for
several minutes until all contaminants are washed off
completely. Seek medical attention.
Swallowed If swallowed do NOT induce vomiting.
Wash mouth thoroughly with water. Seek immediate
medical attention.
Skin If skin or hair contact occurs, remove
contaminated clothing and flush skin and hair with
running water. Ensure contaminated clothing is
washed before re-use or discard.
If irritation develops, seek medical attention.
Accidental Release Eliminate all sources of
ignition and ventilate the area. Clear area of all
unprotected personnel. Slippery when spilled. Avoid
accidents, clean up immediately. Wear protective
equipment to prevent skin and eye exposure and
inhalation of vapours. Contain the spill. Collect the
material and place into suitable labelled containers
for subsequent recycling or disposal.
If contamination of sewers or waterways occurs
inform the local water authorities and EPA in
accordance with local regulations. Dispose of waste
according to applicable local and national regulations.
Fire Water fog or water spray, foam, carbon dioxide
or dry chemical powder. Fire-fighters should wear full
protective clothing and self contained breathing
apparatus (SCBA) operated in positive pressure
mode. Use water spray to cool storage containers
and tanks, pipelines and fire-exposed surfaces.

Decrathane Gloss
• Ideal for high traffic areas
• Provides a UV stable top coat for epoxy floors
• Recommended for domestic and retail flooring

Refer to the TDS for further product information or call
1800 077 744
Disclaimer: This product should only be used to seal
clean, sound and prepared concrete. We cannot

guarantee that this product is suitable, effective or
safe when used for any other purpose or in any other
way than stated on this label. To the extent that it is
lawful we exclude warranties implied by law and limit
our liability to the cost of replacing the product.
We accept no liability for loss or injury caused by
improper use, incompetent preparation, inept or
negligent application or ordinary wear and tear.

First Aid

If swallowed: Do NOT induce vomiting.
Wash mouth thoroughly with water. Immediately call the
Poisons Information Centre on 131 126.
If eye irritation persists: Get medical advice/attention.
If in eyes: Rinse cautiously with water for several
minutes. Remove contact lenses, if present and easy to
do. Continue rinsing.
If on skin: Rinse skin with water/shower.
If skin irritation or rash occurs: Get medical advice/
attention.
If inhaled: Remove person to fresh air and keep
comfortable for breathing
Call the Poisons Information Centre if you feel unwell.

Storage

Store in a well-ventilated place. Keep cool.

Disposal

Concrete Colour Systems
Better Colours and Coatings
A Division of River Sands Pty Ltd
Head Office: 683 Beenleigh-Redland Bay Rd
Carbrook Qld 4130 Australia
Ph: 07 3412 8111
Sydney: 02 9677 1056
Melbourne: 03 9311 9225
Toll Free: 1800 077 744
www.concretecoloursystems.com.au

A water based version of CCS Armourthane, with a
reduced effect on surface colour enhancement.

NON-HAZARDOUS CHEMICAL
NON-DANGEROUS GOODS

Dispose of contents/container to authorised chemical
landfill or if organic to high temperature incineration

Ingredients

PART A BASE
Part 1 of a two part kit

16 Litres

Polymer dispersion 60-80%
Dipropylene glycol monomethyl ether <5%

Additional Information
Please refer to the Safety Data Sheet available
at www.concretecoloursystems.com.au

CCS Hi-Build Enduro Acrylic Sealer

NO S A R

An all purpose economical sealer with good gloss
retention. Best suited to residential type applications
or on commercial jobs, where a low cost, relatively
simple surface protection is required.

CCS
ARMOURTHANE

CCS
DECRATHANE

CCS H BU LD
ENDURO

These examp es show he same co ou ed
conc e e be o e a e and a e ea men w h
each o he h ee su ace coa ng sea e s

THE PHYSICAL DIFFERENCE BETWEEN A PENETRATING AND A SURFACE COATING SEALER
The pene a ng sea e s s nk n o and cove he
ns de o he po es o he conc e e

A su ace coa ng sea e cove s he who e su ace a ea

F LM F
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PENETRAT NG
SEALER

CONCRETE

M CROSCOP C CLOSE UP O CONCRETE SUR ACE
US NG A PENETRAT NG SEALER

CONCRETE

M CROSCOP C CLOSE UP O CONCRETE SUR ACE
US NG A SUR ACE COAT NG SEALER

A COATING WHERE RAPID RETURN OF FLOOR TO SERVICE IS REQUIRED
CCS Rapid Floor Polyaspartic Sealer
Th s 87% so ds ex eme y ough ow odou p oduc s
pu pose des gned o coa ng comme c a oo s whe e
e u n o se v ce me s pa amoun The p oduc s ack ee
w h n 45 m nu es o app ca on can be wa ked on a e
h ee hou s and he oo can be e u ned o pedes an
se v ce by he nex day

How to use this colour card in order to
receive your nominated concrete colour
Each of the enclosed colour swatches were matched to real life samples of concrete.
All you need to do is advise your concrete producer, builder or decorative concrete placer which
CCS Colour you desire – and refer them to this colour card.

CCS BEE’S WAX

1 bag/m3

The concrete producer will liaise with CCS to arrange for the necessary number of bags of the
nominated colour to be delivered to the concrete plant closest to your job site.
The concrete producer will add these bags (typically 9-12kg in weight) to a special concrete mix
recipe designed for decorative concrete.
The pre-weighed and pre-formulated bags of CCS Pigment will be added to the concrete mixer
at the plant in the ratio as listed under the colour swatch (either one bag or two bags
per cubic metre depending on the intensity of the colour).
Once mixing is completed, the coloured concrete will then be delivered to your job site for
laying by an experienced decorative concrete placer.

CCS Graffiti Guard Sealer – water based with a natural appearance
CCS Graffiti Guard provides excellent resistance to the staining of graffiti on walling or façade applications. Water based, low odour and
purpose designed for decorative concrete, it provides a relatively natural looking coating which has a minimal impact on the raw aesthetic
of concrete.
WARNING

Only use in conjunction with
CCS Concrete Graffiti Guard Part A
Part A

GUIDELINES
NOTE: This product should be applied by roller,
brush or spray equipment.
1 Prior to application, both Part ‘A’ & ‘B’ must
be mixed individually with a cordless drill with
stirrer paddle attached for best results to
create a uniform consistency. Make sure to
clean mixing equipment in water between
mixes.
2 Combine each part in a mixing ratio of 4:1 (4
parts Part ‘A’ to 1 Part ‘B’) Part ‘B’ must be
added to Part ‘A’, then stir for 2 minutes until
the mixture has a uniform consistency.
Mechanical mixing is preferred to ensure best
product consistency and finish.

NOTE: To adjust the viscosity of the mixture,
no more than 10% of the kit size of water
should be added.
For optimum protection, apply two even coats
of CCS Concrete Graffiti Guard.
3 When applying the first coat of CCS Concrete
Graffiti Guard ensure adequate cover and a
smooth finish with the use of a brush or
roller.
4 For smooth surfaces, rollers such as a lambs
wool applicator or mohair roller are the best
application tools. It is important to maintain
an even wet edge with the least amount of
agitation/aeration when applying the product.
5 Do not work the coating excessively or apply
the coating too thickly as this may result in
air bubbles being trapped and a cloudy film.
6 Before applying the second coat, ensure the
first coat is touch dry. Depending on climatic
conditions this should be within 30-45
minutes.
CLEAN UP
Clean all equipment immediately with water.
Cured material can be removed using a water
soluble paint stripper or by mechanical means.
STORAGE
CCS Concrete Graffiti Guard should be stored
between 5ºC and 30ºC. Keep away from
foodstuff. Keep containers closed at all times.
SAFETY
Use with local exhaust ventilation or while
wearing organic vapour respirator. Wear clean,
long sleeved, body covering clothing and
impervious overshoes. Use neoprene or rubber
gloves. Avoid skin contact. Use safety glasses
with side splash shields or goggles or full-face
shield. Always wash hands before eating,
drinking, smoking or using toilet.
(Please refer to the MSDS for more information).

CAUTION

Only use in conjunction with CCS
Concrete Graffiti Guard Part B

Part A

KEEP OUT OF REACH OF CHILDREN
READ SAFETY DIRECTIONS DO NOT SWALLOW

Part B

CAUTION

Concrete Graffiti Guard

REMOVAL OF GRAFFITI
CCS Graffiti Remover is formulated
to remove graffiti from surfaces
already coated with CCS Concrete
Graffiti Guard.
Refer to the TDS for further product information
or call 1800 077 744.
CAUTION
CAUTION

Disclaimer: This product should only be used to
seal clean, sound and prepared concrete. We

cannot guarantee that this product is suitable,
effective or safe when used for any other
purpose or in any other way than stated on this
label. To the extent that it is lawful we exclude
warranties implied by law and limit our liability
to the cost of replacing the product. We accept
no liability for loss or injury caused by improper
use, incompetent preparation, inept or negligent
application or ordinary wear and tear.

Concrete Graffiti Guard
• Water based
• Non yellowing
• Recoatable
• Minimal impact on base
substrate appearance

Concrete Colour Systems
A Division of River Sands Pty Ltd
Head Office: 683 Beenleigh-Redland Bay Rd
Carbrook Qld 4130 Australia
Ph: 07 3412 8111 Fax: 07 3287 6445
Sydney: 02 9677 1056
Melbourne: 03 9311 9225
Toll Free: 1800 077 744
www.concretecoloursystems.com.au

PART A BASE
Part 1 of a two part kit

8 Litres

KEEP OUT OF REACH OF CHILDREN
READ SAFETY DIRECTIONS DO NOT SWALLOW

Part B
NON-HAZARDOUS CHEMICAL.
NON-DANGEROUS GOODS

Risk Product is non flammable
Safety If insufficient ventilation, wear suitable
respiratory equipment. Avoid release to the
environment. Refer to safety data sheet. Do not
breathe vapour. Do not breathe spray. Avoid contact
with skin and eyes. Wear suitable protective clothing,
gloves and eye/face protection.
First Aid For advice contact a Poisons Information
Centre on 131 126.
Eye If in eyes, hold eyelids apart and flush the eyes
continuously with running water. Continue flushing
for several minutes until all contaminants are
washed off completely. Seek medical attention.
Swallowed If swallowed do NOT induce vomiting.
Wash mouth thoroughly with water. Seek immediate
medical attention.
Skin If skin or hair contact occurs, remove
contaminated clothing and flush skin and hair with
running water. Ensure contaminated clothing is
washed before re-use or discard. If irritation
develops, seek medical attention.
Accidental Release Eliminate all sources of
ignition and ventilate the area. Clear area of all
unprotected personnel. Slippery when spilled. Avoid
accidents, clean up immediately. Wear protective
equipment to prevent skin and eye exposure and
inhalation of vapours. Contain the spill. Collect the
material and place into suitable labelled containers
for subsequent recycling or disposal. If
contamination of sewers or waterways occurs inform
the local water authorities and EPA in accordance
with local regulations. Dispose of waste according to
applicable local and national regulations.
Fire Water fog or water spray, foam, carbon dioxide
or dry chemical powder.
Fire-fighters should wear full protective clothing and
self contained breathing apparatus (SCBA) operated
in positive pressure mode. Use water spray to cool
storage containers and tanks, pipelines and fireexposed surfaces.

Only use in conjunction with
CCS Concrete Graffiti Guard Part A
Part A

CAUTION
KEEP OUT OF REACH OF CHILDREN
READ SAFETY DIRECTIONS DO NOT SWALLOW

Part B

REMOVAL OF GRAFFITI
CCS Graffiti Remover is formulated to remove
graffiti from surfaces already coated with CCS
Concrete Graffiti Guard.
Refer to the TDS and CCS Concrete Graffiti Guard
Part A label for further product information or call
1800 077 744.
Disclaimer: This product should only be used to
seal clean, sound and prepared concrete.

Concrete Graffiti Guard

We cannot guarantee that this product is
suitable, effective or safe when used for any
other purpose or in any other way than stated
on this label. To the extent that it is lawful we
exclude warranties implied by law and limit
our liability to the cost of replacing the
product. We accept no liability for loss or
injury caused by improper use, incompetent
preparation, inept or negligent application or
ordinary wear and tear.

• Water based
• Non yellowing
• Recoatable
• Minimal impact on base
substrate appearance

Concrete Colour Systems
A Division of River Sands Pty Ltd
Head Office:
683 Beenleigh-Redland Bay Rd
Carbrook Qld 4130 Australia
Ph: 07 3412 8111
Fax: 07 3287 6445
Sydney: 02 9677 1056
Melbourne: 03 9311 9225
Toll Free: 1800 077 744
www.concretecoloursystems.com.au

CCS-021506/B

SURFACE PREPARATION
All surfaces to be treated should be clean and
structurally sound. For pre coated surfaces,
make sure that the surface is free from dust, oil
and any other contaminants. Sanding the surface
before application of CCS Concrete Graffiti Guard
on pre coated surfaces is recommended.
An adhesion test should be conducted on a small
test area prior to application.
New concrete should be at least 28 days old
before applying CCS Concrete Graffiti Guard.

CCS-021506/A

DESCRIPTION
CCS Concrete Graffiti Guard is a two component
(Part A & Part B), water based polyurethane
coating specifically designed for concrete and
cementitious surfaces. It can be applied over
most primed or pre coated surfaces as well as
masonry, however before applying to masonry a
test patch is recommended to check adhesion.
This environmentally friendly, non-yellowing
coating is designed for interior and exterior
applications to produce a permanent
non-yellowing coating for protection
against graffiti.
COVERAGE RATES
Coverage is typically 6-8m2/litre

Only use in conjunction with
CCS Concrete Graffiti Guard Part A
Part A

PART B HARDENER
Part 2 of a two part kit

2 Litres

Disclaimer: This product should only be used to
seal clean, sound and prepared concrete.

Concrete Graffiti Guard

We cannot guarantee that this product is
suitable, effective or safe when used for any
other purpose or in any other way than stated
on this label. To the extent that it is lawful we
exclude warranties implied by law and limit
our liability to the cost of replacing the
product. We accept no liability for loss or
injury caused by improper use, incompetent
preparation, inept or negligent application or
ordinary wear and tear.

• Water based
• Non yellowing
• Recoatable
• Minimal impact on base
substrate appearance

CCS-021506/B

Concrete Colour Systems
A Division of River Sands Pty Ltd
Head Office:
683 Beenleigh-Redland Bay Rd
Carbrook Qld 4130 Australia
Ph: 07 3412 8111
Fax: 07 3287 6445
Sydney: 02 9677 1056
Melbourne: 03 9311 9225
Toll Free: 1800 077 744
www.concretecoloursystems.com.au

NON-HAZARDOUS CHEMICAL
NON-DANGEROUS GOODS
Risk Product is non flammable.
Safety If insufficient ventilation, wear suitable respiratory
equipment. Avoid release to the environment. Refer to
safety data sheet. Do not breathe vapour. Do not breathe
spray. Avoid contact with skin and eyes. Wear suitable
protective clothing, gloves and eye/face protection.
First Aid For advice contact a Poisons Information
Centre on 131 126.
Eye If in eyes, hold eyelids apart and flush the eyes
continuously with running water. Continue flushing for
several minutes until all contaminants are washed off
completely. Seek medical attention.
Swallowed If swallowed do NOT induce vomiting. Wash
mouth thoroughly with water. Seek immediate medical
attention.
Skin If skin or hair contact occurs, remove contaminated
clothing and flush skin and hair with running water. Ensure
contaminated clothing is washed before re-use or discard.
If irritation develops, seek medical attention.
Accidental Release Eliminate all sources of ignition and
ventilate the area. Clear area of all unprotected personnel.
Slippery when spilled. Avoid accidents, clean up
immediately. Wear protective equipment to prevent skin
and eye exposure and inhalation of vapours. Contain the
spill. Collect the material and place into suitable labelled
containers for subsequent recycling or disposal. If
contamination of sewers or waterways occurs inform the
local water authorities and EPA in accordance with local
regulations. Dispose of waste according to applicable local
and national regulations.
Fire Water fog or water spray, foam, carbon dioxide or dry
chemical powder. Fire-fighters should wear full protective
clothing and self contained breathing apparatus (SCBA)
operated in positive pressure mode. Use water spray to
cool storage containers and tanks, pipelines and
fire-exposed surfaces.

CAUTION
KEEP OUT OF REACH OF CHILDREN
READ SAFETY DIRECTIONS DO NOT SWALLOW

Part B

REMOVAL OF GRAFFITI
CCS Graffiti Remover is formulated to remove
graffiti from surfaces already coated with CCS
Concrete Graffiti Guard.
Refer to the TDS and CCS Concrete Graffiti Guard
Part A label for further product information or call
1800 077 744.

PART B HARDENER
Part 2 of a two part kit

2 Litres

Hazard Statements

NON-HAZARDOUS CHEMICAL
NON-DANGEROUS GOODS
Risk Product is non flammable.
Safety If insufficient ventilation, wear suitable respiratory
equipment. Avoid release to the environment. Refer to
safety data sheet. Do not breathe vapour. Do not breathe
spray. Avoid contact with skin and eyes. Wear suitable
protective clothing, gloves and eye/face protection.
First Aid For advice contact a Poisons Information
Centre on 131 126.
Eye If in eyes, hold eyelids apart and flush the eyes
continuously with running water. Continue flushing for
several minutes until all contaminants are washed off
completely. Seek medical attention.
Swallowed If swallowed do NOT induce vomiting. Wash
mouth thoroughly with water. Seek immediate medical
attention.
Skin If skin or hair contact occurs, remove contaminated
clothing and flush skin and hair with running water. Ensure
contaminated clothing is washed before re-use or discard.
If irritation develops, seek medical attention.
Accidental Release Eliminate all sources of ignition and
ventilate the area. Clear area of all unprotected personnel.
Slippery when spilled. Avoid accidents, clean up
immediately. Wear protective equipment to prevent skin
and eye exposure and inhalation of vapours. Contain the
spill. Collect the material and place into suitable labelled
containers for subsequent recycling or disposal. If
contamination of sewers or waterways occurs inform the
local water authorities and EPA in accordance with local
regulations. Dispose of waste according to applicable local
and national regulations.
Fire Water fog or water spray, foam, carbon dioxide or dry
chemical powder. Fire-fighters should wear full protective
clothing and self contained breathing apparatus (SCBA)
operated in positive pressure mode. Use water spray to
cool storage containers and tanks, pipelines and
fire-exposed surfaces.

Harmful in contact with skin.
Harmful if inhaled.
May cause an allergic skin reaction.

REMOVAL OF GRAFFITI
CCS Graffiti Remover is formulated to remove
graffiti from surfaces already coated with CCS
Concrete Graffiti Guard.
Refer to the TDS and CCS Concrete Graffiti Guard
Part A label for further product information or call
1800 077 744.
Disclaimer: This product should only be used to
seal clean, sound and prepared concrete.

We cannot guarantee that this product is
suitable, effective or safe when used for any
other purpose or in any other way than stated
on this label. To the extent that it is lawful we
exclude warranties implied by law and limit
our liability to the cost of replacing the
product. We accept no liability for loss or
injury caused by improper use, incompetent
preparation, inept or negligent application or
ordinary wear and tear.

CCS-021506/PTX

Concrete Colour Systems
Better Colours and Coatings
A Division of River Sands Pty Ltd
Head Office: 683 Beenleigh-Redland Bay Rd,
Carbrook Qld 4130 Australia
Ph: 07 3412 8111
Sydney: 02 9677 1056
Melbourne: 03 9311 9225
Toll Free: 1800 077 744
www.concretecoloursystems.com.au

Precautionary Statements
Use only outdoors or in a well-ventilated area.
Wear protective gloves/protective clothing/eye protection/
face protection.
Avoid breathing dust/fume/gas/mist/vapours/spray.
Contaminated work clothing should not be allowed out of
the workplace.

Concrete Graffiti Guard
• Non yellowing water
based coating
• Minimal impact on base
substrate appearance
• Protects against graffiti

2 Litres

Part A
NOTE: To adjust the viscosity of the mixture,
no more than 10% of the kit size of water
should be added.
For optimum protection, apply two even coats
of CCS Concrete Graffiti Guard.
3 When applying the first coat of CCS Concrete
Graffiti Guard ensure adequate cover and a
smooth finish with the use of a brush or
roller.
4 For smooth surfaces, rollers such as a lambs
wool applicator or mohair roller are the best
application tools. It is important to maintain
an even wet edge with the least amount of
agitation/aeration when applying the product.
5 Do not work the coating excessively or apply
the coating too thickly as this may result in
air bubbles being trapped and a cloudy film.
6 Before applying the second coat, ensure the
first coat is touch dry. Depending on climatic
conditions this should be within 30-45
minutes.
CLEAN UP
Clean all equipment immediately with water.
Cured material can be removed using a water
soluble paint stripper or by mechanical means.
STORAGE
CCS Concrete Graffiti Guard should be stored
between 5ºC and 30ºC. Keep away from
foodstuff. Keep containers closed at all times.
SAFETY
Use with local exhaust ventilation or while
wearing organic vapour respirator. Wear clean,
long sleeved, body covering clothing and
impervious overshoes. Use neoprene or rubber
gloves. Avoid skin contact. Use safety glasses
with side splash shields or goggles or full-face
shield. Always wash hands before eating,
drinking, smoking or using toilet.
(Please refer to the MSDS for more information).

CAUTION

Only use in conjunction with CCS
Concrete Graffiti Guard Part B

Part A

KEEP OUT OF REACH OF CHILDREN
READ SAFETY DIRECTIONS DO NOT SWALLOW

Part B

Centre on 131 126.
continuously with running water. Continue flushing
for several minutes until all contaminants are
washed off completely. Seek medical attention.

Swallowed If swallowed do NOT induce vomiting.
Wash mouth thoroughly with water. Seek immediate
medical attention.

Skin If skin or hair contact occurs, remove

cannot guarantee that this product is suitable,
effective or safe when used for any other
purpose or in any other way than stated on this
label. To the extent that it is lawful we exclude
warranties implied by law and limit our liability
to the cost of replacing the product. We accept
no liability for loss or injury caused by improper
use, incompetent preparation, inept or negligent
application or ordinary wear and tear.

Concrete Graffiti Guard
• Water based
• Non yellowing
• Recoatable
• Minimal impact on base
substrate appearance

A Division of River Sands Pty Ltd
Head Office: 683 Beenleigh-Redland Bay Rd
Carbrook Qld 4130 Australia
Ph: 07 3412 8111 Fax: 07 3287 6445
Sydney: 02 9677 1056
Melbourne: 03 9311 9225
Toll Free: 1800 077 744
www.concretecoloursystems.com.au

PART A BASE
Part 1 of a two part kit

8 Litres

contaminated clothing and flush skin and hair with
running water. Ensure contaminated clothing is
washed before re-use or discard. If irritation
develops, seek medical attention.

Accidental Release Eliminate all sources of
ignition and ventilate the area. Clear area of all
unprotected personnel. Slippery when spilled. Avoid
accidents, clean up immediately. Wear protective
equipment to prevent skin and eye exposure and
inhalation of vapours. Contain the spill. Collect the
material and place into suitable labelled containers
for subsequent recycling or disposal. If
contamination of sewers or waterways occurs inform
the local water authorities and EPA in accordance
with local regulations. Dispose of waste according to
applicable local and national regulations.
Fire Water fog or water spray, foam, carbon dioxide
or dry chemical powder.
Fire-fighters should wear full protective clothing and
self contained breathing apparatus (SCBA) operated
in positive pressure mode. Use water spray to cool
storage containers and tanks, pipelines and fireexposed surfaces.

Only use in conjunction with
CCS Concrete Graffiti Guard Part A
Part A

Additional Information
Please refer to the Safety Data Sheet available
at www.concretecoloursystems.com.au

CAUTION
KEEP OUT OF REACH OF CHILDREN
READ SAFETY DIRECTIONS DO NOT SWALLOW

Part B

REMOVAL OF GRAFFITI
CCS Graffiti Remover is formulated to remove
graffiti from surfaces already coated with CCS
Concrete Graffiti Guard.
Refer to the TDS and CCS Concrete Graffiti Guard
Part A label for further product information or call
1800 077 744.
Disclaimer: This product should only be used to
seal clean, sound and prepared concrete.

Concrete Graffiti Guard

We cannot guarantee that this product is
suitable, effective or safe when used for any
other purpose or in any other way than stated
on this label. To the extent that it is lawful we
exclude warranties implied by law and limit
our liability to the cost of replacing the
product. We accept no liability for loss or
injury caused by improper use, incompetent
preparation, inept or negligent application or
ordinary wear and tear.

• Water based
• Non yellowing
• Recoatable
• Minimal impact on base
substrate appearance

Concrete Colour Systems

A Division of River Sands Pty Ltd
Head Office:
683 Beenleigh-Redland Bay Rd
Carbrook Qld 4130 Australia
Ph: 07 3412 8111
Fax: 07 3287 6445
Sydney: 02 9677 1056
Melbourne: 03 9311 9225
Toll Free: 1800 077 744
www.concretecoloursystems.com.au

Only use in conjunction with
CCS Concrete Graffiti Guard Part A
Part A

PART B HARDENER
Part 2 of a two part kit

2 Litres

REMOVAL OF GRAFFITI
CCS Graffiti Remover is formulated to remove
graffiti from surfaces already coated with CCS
Concrete Graffiti Guard.
Refer to the TDS and CCS Concrete Graffiti Guard
Part A label for further product information or call
1800 077 744.
Disclaimer: This product should only be used to
seal clean, sound and prepared concrete.

Concrete Graffiti Guard

We cannot guarantee that this product is
suitable, effective or safe when used for any
other purpose or in any other way than stated
on this label. To the extent that it is lawful we
exclude warranties implied by law and limit
our liability to the cost of replacing the
product. We accept no liability for loss or
injury caused by improper use, incompetent
preparation, inept or negligent application or
ordinary wear and tear.

• Water based
• Non yellowing
• Recoatable
• Minimal impact on base
substrate appearance

CCS-021506/B

Concrete Colour Systems
A Division of River Sands Pty Ltd
Head Office:
683 Beenleigh-Redland Bay Rd
Carbrook Qld 4130 Australia
Ph: 07 3412 8111
Fax: 07 3287 6445
Sydney: 02 9677 1056
Melbourne: 03 9311 9225
Toll Free: 1800 077 744
www.concretecoloursystems.com.au

NON-HAZARDOUS CHEMICAL
NON-DANGEROUS GOODS
Risk Product is non flammable.
Safety If insufficient ventilation, wear suitable respiratory
equipment. Avoid release to the environment. Refer to
safety data sheet. Do not breathe vapour. Do not breathe
spray. Avoid contact with skin and eyes. Wear suitable
protective clothing, gloves and eye/face protection.
First Aid For advice contact a Poisons Information
Centre on 131 126.
Eye If in eyes, hold eyelids apart and flush the eyes
continuously with running water. Continue flushing for
several minutes until all contaminants are washed off
completely. Seek medical attention.
Swallowed If swallowed do NOT induce vomiting. Wash
mouth thoroughly with water. Seek immediate medical
attention.
Skin If skin or hair contact occurs, remove contaminated
clothing and flush skin and hair with running water. Ensure
contaminated clothing is washed before re-use or discard.
If irritation develops, seek medical attention.
Accidental Release Eliminate all sources of ignition and
ventilate the area. Clear area of all unprotected personnel.
Slippery when spilled. Avoid accidents, clean up
immediately. Wear protective equipment to prevent skin
and eye exposure and inhalation of vapours. Contain the
spill. Collect the material and place into suitable labelled
containers for subsequent recycling or disposal. If
contamination of sewers or waterways occurs inform the
local water authorities and EPA in accordance with local
regulations. Dispose of waste according to applicable local
and national regulations.
Fire Water fog or water spray, foam, carbon dioxide or dry
chemical powder. Fire-fighters should wear full protective
clothing and self contained breathing apparatus (SCBA)
operated in positive pressure mode. Use water spray to
cool storage containers and tanks, pipelines and
fire-exposed surfaces.

CAUTION
KEEP OUT OF REACH OF CHILDREN
READ SAFETY DIRECTIONS DO NOT SWALLOW

Part B

PART B HARDENER
Part 2 of a two part kit

2 Litres

Hazard Statements

NON-HAZARDOUS CHEMICAL
NON-DANGEROUS GOODS
Risk Product is non flammable.
Safety If insufficient ventilation, wear suitable respiratory
equipment. Avoid release to the environment. Refer to
safety data sheet. Do not breathe vapour. Do not breathe
spray. Avoid contact with skin and eyes. Wear suitable
protective clothing, gloves and eye/face protection.
First Aid For advice contact a Poisons Information
Centre on 131 126.
Eye If in eyes, hold eyelids apart and flush the eyes
continuously with running water. Continue flushing for
several minutes until all contaminants are washed off
completely. Seek medical attention.
Swallowed If swallowed do NOT induce vomiting. Wash
mouth thoroughly with water. Seek immediate medical
attention.
Skin If skin or hair contact occurs, remove contaminated
clothing and flush skin and hair with running water. Ensure
contaminated clothing is washed before re-use or discard.
If irritation develops, seek medical attention.
Accidental Release Eliminate all sources of ignition and
ventilate the area. Clear area of all unprotected personnel.
Slippery when spilled. Avoid accidents, clean up
immediately. Wear protective equipment to prevent skin
and eye exposure and inhalation of vapours. Contain the
spill. Collect the material and place into suitable labelled
containers for subsequent recycling or disposal. If
contamination of sewers or waterways occurs inform the
local water authorities and EPA in accordance with local
regulations. Dispose of waste according to applicable local
and national regulations.
Fire Water fog or water spray, foam, carbon dioxide or dry
chemical powder. Fire-fighters should wear full protective
clothing and self contained breathing apparatus (SCBA)
operated in positive pressure mode. Use water spray to
cool storage containers and tanks, pipelines and
fire-exposed surfaces.

Harmful in contact with skin.
Harmful if inhaled.
May cause an allergic skin reaction.

REMOVAL OF GRAFFITI
CCS Graffiti Remover is formulated to remove
graffiti from surfaces already coated with CCS
Concrete Graffiti Guard.
Refer to the TDS and CCS Concrete Graffiti Guard
Part A label for further product information or call
1800 077 744.
Disclaimer: This product should only be used to
seal clean, sound and prepared concrete.

We cannot guarantee that this product is
suitable, effective or safe when used for any
other purpose or in any other way than stated
on this label. To the extent that it is lawful we
exclude warranties implied by law and limit
our liability to the cost of replacing the
product. We accept no liability for loss or
injury caused by improper use, incompetent
preparation, inept or negligent application or
ordinary wear and tear.

Concrete Colour Systems
Better Colours and Coatings

CCS-021506/PTX

Isocyanate prepolymer >60%
Ethylene glycol monobutyl ether acetate >25%
Hexamethylene diisocyanate <0.12%

Part B
NON-HAZARDOUS CHEMICAL.
NON-DANGEROUS GOODS

First Aid For advice contact a Poisons Information
Eye If in eyes, hold eyelids apart and flush the eyes

CAUTION
CAUTION

Disclaimer: This product should only be used to
seal clean, sound and prepared concrete. We

Concrete Colour Systems

Dispose of contents/container to authorised chemical
landfill or if organic to high temperature incineration

KEEP OUT OF REACH OF CHILDREN
READ SAFETY DIRECTIONS DO NOT SWALLOW

Risk Product is non flammable
Safety If insufficient ventilation, wear suitable

respiratory equipment. Avoid release to the
environment. Refer to safety data sheet. Do not
breathe vapour. Do not breathe spray. Avoid contact
with skin and eyes. Wear suitable protective clothing,
gloves and eye/face protection.

CAUTION

Concrete Graffiti Guard

REMOVAL OF GRAFFITI
CCS Graffiti Remover is formulated
to remove graffiti from surfaces
already coated with CCS Concrete
Graffiti Guard.
Refer to the TDS for further product information
or call 1800 077 744.

CCS-021506/B

SURFACE PREPARATION
All surfaces to be treated should be clean and
structurally sound. For pre coated surfaces,
make sure that the surface is free from dust, oil
and any other contaminants. Sanding the surface
before application of CCS Concrete Graffiti Guard
on pre coated surfaces is recommended.
An adhesion test should be conducted on a small
test area prior to application.
New concrete should be at least 28 days old
before applying CCS Concrete Graffiti Guard.
GUIDELINES
NOTE: This product should be applied by roller,
brush or spray equipment.
1 Prior to application, both Part ‘A’ & ‘B’ must
be mixed individually with a cordless drill with
stirrer paddle attached for best results to
create a uniform consistency. Make sure to
clean mixing equipment in water between
mixes.
2 Combine each part in a mixing ratio of 4:1 (4
parts Part ‘A’ to 1 Part ‘B’) Part ‘B’ must be
added to Part ‘A’, then stir for 2 minutes until
the mixture has a uniform consistency.
Mechanical mixing is preferred to ensure best
product consistency and finish.

CCS-021506/A

DESCRIPTION
CCS Concrete Graffiti Guard is a two component
(Part A & Part B), water based polyurethane
coating specifically designed for concrete and
cementitious surfaces. It can be applied over
most primed or pre coated surfaces as well as
masonry, however before applying to masonry a
test patch is recommended to check adhesion.
This environmentally friendly, non-yellowing
coating is designed for interior and exterior
applications to produce a permanent
non-yellowing coating for protection
against graffiti.

Storage
Store in a well-ventilated place. Keep cool. Keep container
tightly closed.

Disposal

WARNING

Only use in conjunction with
CCS Concrete Graffiti Guard Part A

COVERAGE RATES
Coverage is typically 6-8m2/litre

First Aid

If on skin: Wash with plenty of water and soap. Take off
contaminated clothing and wash it before reuse.
If skin irritation or rash occurs: Get medical advice/
attention.
If inhaled: Remove person to fresh air and keep
comfortable for breathing.
Call the Poisons Information Centre on 131 126 if
you feel unwell.

Ingredients

PART B HARDENER
Part 2 of a two part kit

A Division of River Sands Pty Ltd
Head Office: 683 Beenleigh-Redland Bay Rd,
Carbrook Qld 4130 Australia
Ph: 07 3412 8111
Sydney: 02 9677 1056
Melbourne: 03 9311 9225
Toll Free: 1800 077 744
www.concretecoloursystems.com.au

Precautionary Statements
Use only outdoors or in a well-ventilated area.
Wear protective gloves/protective clothing/eye protection/
face protection.
Avoid breathing dust/fume/gas/mist/vapours/spray.
Contaminated work clothing should not be allowed out of
the workplace.

Concrete Graffiti Guard
• Non yellowing water
based coating
• Minimal impact on base
substrate appearance
• Protects against graffiti

First Aid

If on skin: Wash with plenty of water and soap. Take off
contaminated clothing and wash it before reuse.
If skin irritation or rash occurs: Get medical advice/
attention.
If inhaled: Remove person to fresh air and keep
comfortable for breathing.
Call the Poisons Information Centre on 131 126 if
you feel unwell.

Storage
Store in a well-ventilated place. Keep cool. Keep container
tightly closed.

Disposal
Dispose of contents/container to authorised chemical
landfill or if organic to high temperature incineration

Ingredients

PART B HARDENER
Part 2 of a two part kit

2 Litres

Isocyanate prepolymer >60%
Ethylene glycol monobutyl ether acetate >25%
Hexamethylene diisocyanate <0.12%

Additional Information
Please refer to the Safety Data Sheet available
at www.concretecoloursystems.com.au

NO SEALER

CCS GRAFFITI
GUARD SEALER

CCS CONCRETE GRAFFITI GUARD
MAKES GRAFFITI REMOVAL EASY

LEAVES CONCRETE
LOOKING LIKE NEW AFTER
GRAFFITI REMOVAL

If in the unfortunate event that graffiti occurs, the CCS Graffiti Remover product provides effective assistance for rapid removal of contaminants.

Disclaimer on possible variations between colour swatches and final concrete colour
The enclosed colour swatches were accurately matched to laboratory manufactured concrete samples using the prescribed addition rate
of bags of CCS Pigment per cubic metre of concrete. Whilst every care is taken to accurately produce this colour chart, Concrete Colour
Systems cannot guarantee the final colour outcome on site. Concrete Colour Systems colour chart and all available marketing tools are
provided to demonstrate a guide of the final colour.
As coloured concrete is an applied finish, variations in colour between the colour swatches and the actual concrete is to be expected.
Coloured concrete is a result of raw materials used to produce concrete (cement, supplementary materials, sand, admixtures, aggregates,
and water content) as well as other variables including placement, finishing techniques, curing and weather conditions. Some of these
materials are naturally occurring and may change in colour or properties over time. The key reason being the variations in the colour of local
sands, aggregates and cement that is unique or native to the location of your concrete company in the various states of Australia. Other
critical reasons include finishing techniques used to place the concrete and environmental conditions when the coloured concrete is placed.
Coloured pre-mix, pre-cast, masonry, or concrete products should be placed by experienced decorative contractors. Please view previous
projects from your chosen contractor to ensure you are satisfied with their skill.
Consequently, when it is essential that the final colour be determined before installation, a representative job site sample should be
prepared prior to the start of the actual job. The site sample should be created using the intended raw materials, finishing techniques and
desired sealer by the preferred contractor. This sample should then be reviewed and approved once the sample has cured for 14 -28 days.
Further information on best practice placement, how to minimise naturally occurring efflorescence and protective sealers can be obtained
from the CCS Helpline.

Further information
For more information regarding the placement of coloured concrete, please refer to our ‘Guidelines For Integrally Coloured
Concrete’, available at www.concretecoloursystems.com.au.
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POPULAR SURFACE FINISHES FOR CREATING OR ENHANCING
THE CHARACTER AND FEEL OF DECORATIVE CONCRETE

ROCK SALT
A pitted or ‘volcanic stone’ look is created with CCS imprint mats or by adding
10mm grains of rock salt to the wet surface.

HONED CONCRETE
Removes the surface layer by grinding, revealing a smooth, high end, polished
concrete finish.

TEXTURED IMPRINT MATS
Large stamping mats that can be pressed into wet concrete to create unique
patterns and designs.

POLISHED CONCRETE
The concrete surface is mechanically honed and then polished using fine
abrasives. The surface result is extremely smooth, glossy and reflective.

COVING TROWEL
The use of a coving trowel to finish concrete creates an attractive and durable
finish for areas requiring extra traction and a rustic look.

SAW CUTS OR GROOVED LINES
Create geometric patterns with grooved joint lines in wet concrete, or by cutting
the surface with a concrete saw once it has cured.

MACHINE TROWEL
A smooth ‘polished’ appearance. Please note that this technique may create slight
variations in colour and will not show aggregate.

ARTISTIC CREATIONS
Objects such as plants can be placed in wet concrete and removed once it has
cured, to leave beautiful base relief imprints.

SAND BLASTING
Ideal for embedding symbols, logos or unique patterns, this method removes the
top layer of the cured concrete to reveal a sandy finish.

BROOM FINISHES
Broom finishes create a textured, lineal appearance for areas requiring additional
surface texture.

